
Smart technology for 
evolving spaces

Solutions to connect, collaborate, learn.



In a world where technology is no longer a luxury but a strategic lever, 
HELGI designs environments able to transform alongside the needs 
of those who live in them.

From classrooms to coworking spaces, from conference rooms 
to retail stores, our solutions combine innovation, ease of use and 
cost-effectiveness. Interactive displays, video conferencing systems, 
modular supports and collaborative technologies come together 
seamlessly, offering fluid and inclusive user experiences.

Through careful material selection, rigorous control of production 
processes and solid partnerships with the world’s leading brands, 
HELGI guarantees one of the most competitive value-for-money 
ratios in the industry.

Every product is not just a device, but part of an ecosystem designed 
to improve communication, support learning, facilitate teamwork and 
enhance every space, turning it into a place of possibility..

	↘ Interactive displays

	↘ Digital signage displays

	↘ Interactive tables

	↘ Display accessories

	↘ 	 Standard OPS PCs

	↘ 	 Wireless dongles

	↘ 	 Trolleys and stands

	↘ PTZ cameras

	↘ Wireless headsets

	↘ Device storage and charging

	↘ VR headset charging trolleys

Solutions

HELGI: the choice to build today 
the environments of tomorrow



X Series Interactive Displays

Integrated Octa-Core processor 

50 simultaneous touch points 

Google EDLA certification

Tecnologia touch ad infrarossi | Android 15 integrato | Speaker 15Wx2+20Wx2 integrati  |  Array microfonico integrato | Sensore di 
luce ambientale |  USB Type-C Full-Link 100W | Slot OPS standard | Ampia dotazione di porte I/O

Built-in stereo speakers, 15 W x 2 and 20 W x 2, for a 
total output power of 30 W + 40 W. Built-in microphone 
array.

Zero Gap Bonding technology for sharper images, im-
proved contrast and reduced reflections. Automatic bri-
ghtness adjustment via ambient light sensor.

Octa-Core A76×4 + A55×4 processor | Mali-G610 MP4 
GPU | 8 GB RAM | 128 GB ROM. Built-in Android 15 ope-
rating system.

Infrared touchscreen with 50 touch points: interaction is 
ensured even when using gloves or any solid object. Maxi-
mum durability thanks to 4 mm thick tempered glass with 
Mohs 7 hardness.

Ultra HD 4K video resolution with a wide range of I/O 
ports to ensure maximum connectivity. For the full list, 
please refer to the technical specifications on the last 
page.

Google EDLA certification to install any app from the Go-
ogle Play Store. Wide range of software included: Note | 
Note Plus | Capture | Bytello Share | Bytello Class. Bytello 
AI license available for separate purchase.

* The Bytello AI license can be purchased separately. Contact us for more information.

Android 15



X Series Interactive Displays Overview

MAIN TECHNICAL SPECIFICATION

HX7510 HX8610

The HELGI X Series sets a new standard for interactive displays. The Android 15 ope-

rating system, combined with Google EDLA certification, provides access to the Go-

ogle Play Store and allows users to freely install any app, expanding the possibilities 

of use in education, corporate and commercial environments.

The powerful Octa-Core processor, supported by 8 GB of RAM and 128 GB of sto-

rage, ensures smooth performance even with complex content. Interaction is more 

precise thanks to 50 simultaneous touch points, while Zero Gap Bonding technology 

and anti-glare tempered glass ensure sharp images and a natural writing experience.

Connectivity is complete: USB Type-C Full Link 100 W, a second 15 W port, dual LAN 

with autoswitching, Wi-Fi and Bluetooth. Built-in audio is enhanced by 4 speakers, 15 

W + 20 W, delivering a total output of 70 W, with no need for external speakers. A 

built-in microphone array enriches the audio section, making the HELGI X Series an 

ideal solution for videoconferencing.

The package is completed by the professional apps Note, Note Plus, Capture, Bytel-

lo Share and Bytello Class, all with perpetual licenses, as well as readiness for Bytello 

AI, the artificial intelligence suite that enriches sessions with advanced tools for analy-

sis, translation, content generation and text-to-speech.

HX6510 HX7510 HX8610

DISPLAY AREA 142,8 × 80,3 cm 165 x 92,8 cm 189,5 x 106,6 cm

DIAGONAL 65” 75” 86”

RESOLUTION UltraHD 4K

BRIGHTNESS 560 cd/m
2
 - 600 cd/m

2

TOUCH TECHNOLOGY Infrared matrix

SIMULTANEOUS INPUTS Up to 50 (Windows)

TOUCH INPUT Fingers, including when wearing gloves, or any object

EXTERNAL SIZE 148,8×90,8×8,6 cm (L x H x P) 170,9×103,1×8,5 cm (L x H x P) 195,7×117,1×8,6 cm (L x H x P)

NET WEIGHT 38,67 Kg 51,46 Kg 63,55 Kg

VESA 600 x 400 mm 800 x 400 mm 800 x 600 mm

INPUT
4x HDMI IN (2x front-facing), 1x USB Type-C Full-Link 100 W (front-facing), 1x USB Type-C Full-Link 15 W (side), 4x USB 3.0 
(2x front-facing), 1x USB 2.0 OTG, 2x TOUCH OUT, 1x DisplayPort, 1x RS232, 2x LAN (RJ45, autoswitching)

OUTPUT 1x HDMI OUT, 1x USB Type-C OUT, 1x Audio OUT, 1x SPDIF

CONNECTIVITY Ethernet LAN, Wi-Fi, Bluetooth, HotSpot

SPEAKER POWER 2×15W + 2×20W

INTEGRATED MICROPHONE Built-in 8-microphone array, maximum pickup distance 10 m

OPS SLOT Compatible with 80-pin standard OPS

OPERATING SYSTEM Android 15

INTEGRATED PROCESSOR CPU: Octa Core A76×4+A55×4 | GPU: Mali-G610 MP4 | RAM: 8 GB | SSD: 128 GB

HX6510



X Series Interactive Displays Overview

All the Play Store apps 
right at your fingertips
The HELGI X series is certified Google EDLA (Enterprise Devices Licen-

sing Agreement), a guarantee of quality and openness that sets this line 

apart among professional interactive displays.

Full access to the Google Play Store lets users freely download and upda-

te any official app, just like on an Android smartphone or tablet. This me-

ans running Google Workspace, video conferencing tools such as Meet, 

Zoom and Teams, and collaboration, creativity, productivity or content 

management apps, all without restrictions.

EDLA-certified devices also integrate better with Google cloud services, 

ensuring reliability and scalability even in structured professional envi-

ronments.

Education

The HELGI X Series display fits naturally into the classroom, matching the visual and 

operational language of today’s schools. With access to educational apps from the Go-

ogle Play Store, the ability to create interactive content and Bytello AI’s artificial intelli-

gence, every lesson becomes more engaging, accessible and stimulating. A true ally for 

inclusive, dynamic, skills-based teaching.

Corporate

Designed for modern meeting rooms, executive spaces and shared work areas, the HEL-

GI X Series display raises the level of business presentations with smooth performance, 

excellent visual quality and an open system compatible with the leading video confe-

rencing platforms. It strengthens the corporate image with a technological tool worthy 

of any audience.

Business

In reception areas, retail stores or showrooms, the HELGI X Series enhances the cu-

stomer experience with dynamic content, promotions, visual presentations and instant 

interactivity. Whether welcoming guests in a hotel or showcasing a product in an elegant 

store, the display adapts with discretion and style, turning any space into an active tou-

chpoint for communication and brand experience.

Use cases



C PRO Series Interactive Displays

Serie C PRO

New integrated Octa-Core processor 

40 | 50 simultaneous touch points 

Ultra HD 4K LED panel

Infrared touch technology | Built-in Android 14 | 20 W x 2 speakers | Ambient light sensor | USB Type-C Full-Link | Standard OPS slot 
| Wide range of I/O ports

Android 14

Built-in front-facing stereo speakers, 20 W x 2, for a total output power 
of 40 W. The 98” model features a 2 x 25 W + 20 W audio system, for a 
total output of 45 W, plus 8 built-in microphones. No need to connect 
external speakers.

Zero Gap Bonding technology for sharper images, im-
proved contrast and reduced reflections. Automatic bri-
ghtness adjustment via ambient light sensor.

Completely redesigned processor: state-of-the-art in its category. 
Octa-Core Cortex-A72 x 4 + Cortex-A53 x 4 | 8 GB RAM | 64 GB ROM. 
Built-in Android 14 operating system.

Infrared touchscreen: interaction is ensured even when using gloves or 
any solid object. Maximum durability thanks to 4 mm thick tempered 
glass with Mohs 7 hardness.

Ultra HD 4K video resolution with a wide range of I/O 
ports to ensure maximum connectivity. For the full list, 
please refer to the technical specifications.

Wide range of software included: Note | Note Plus | Cap-
ture | Bytello Share | Bytello Class. Bytello AI license avai-
lable for separate purchase.

HELGI C PRO Series displays are ready for integration 
with Bytello AI features*

* The Bytello AI license can be purchased separately. Contact us for more information.

* Available on HCP6511, HCP7511 and HCP8611 models



* The Bytello AI license can be purchased separately. Contact us for more information.

* Available on HCP6511, HCP7511 and HCP8611 models

C PRO Series Interactive Displays Overview

MAIN TECHNICAL SPECIFICATION

HELGI HCP Series interactive displays offer a winning combination of performance 

and accessibility, standing out for their new latest-generation Octa-Core processor, 

built-in Android 14 system and customizable interface with wallpapers and fonts 

optimized for the main fields of use: Education, Corporate and Business. Infrared 

matrix touch technology supports up to 40 or 50 simultaneous touch points, de-

pending on the model, using fingers, including when wearing gloves, or any solid 

object.

The USB Type-C Full Link port, standard OPS slot and wide range of I/O ports en-

sure maximum connection flexibility, while Zero Gap Bonding technology delivers 

sharper images, vivid colours and smooth touch interaction.

The display also includes a rich software suite for collaborative writing, content sha-

ring and simple, structured management of teaching activities or meetings.

The HCP Series is also ready for integration with the advanced features of Bytello 

AI, available with a separately purchased license, the artificial intelligence platform 

that turns the display into an active tool for learning and advanced communication.

HCP6511 HCP7511 HCP8611 HCP9810

DISPLAY AREA 142,8 x 80,3 cm 165 x 92,8 cm 189,5 x 106,6 cm 215,8 x 121,4 cm

DIAGONAL 65” 75” 86” 98”

RESOLUTION UltraHD 4K

BRIGHTNESS 500 cd/m
2

TOUCH TECHNOLOGY Infrared matrix

SIMULTANEOUS INPUTS Up to 40 (Windows) Up to 50 (Windows)

TOUCH INPUT Fingers, including when wearing gloves, or any object

EXTERNAL SIZE 148,9 x 89,7 x 8,6 cm 171 x 102 x 9,9 cm 196 x 116 x 9,7 cm 221,9 x 131,8 x 8,9 cm

NET WEIGHT 40,2 Kg 42 kg 51,5 kg 84.35 kg

VESA 600 x 400 mm 800 x 400 mm 800 x 600 mm 800 x 600 mm

GOOGLE EDLA Yes Yes Yes No

INPUT
3x HDMI IN (1x front-facing), 2x USB Type-C Full-Link (front-facing), 1x VGA IN, 1x DP IN, 1x PC AUDIO IN, 1x USB 2.0 OTG, 4x 
USB 3.0 (2x front-facing), 2x TOUCH OUT (1x front-facing), 1x RS232, 1x LAN IN (RJ45), 1x TF Card slot

OUTPUT 1x HDMI OUT, 1x Audio OUT, 1x COAX Out (SPDIF), 1x LAN OUT (RJ45)

CONNECTIVITY Ethernet LAN, Wi-Fi, Bluetooth, HotSpot

SPEAKER POWER 20W x 2 2×25W + 20W

INTEGRATED MICROPHONE N.D. 8 microphones

OPS SLOT Compatible with 80 pin standard OPS

OPERATING SYSTEM Android 14

INTEGRATED PROCESSOR
CPU: Octa-core Cortex-A72 x 4 + Cortex-A53 x 4 | GPU: Mali G52 MC3 | 
RAM: 8 GB | SSD: 64 GB

SSD: 128 GB

65” 75” 86” 98”

HCP6511 HCP7511 HCP8611 HCP9810



C PRO Series Interactive Displays Overview

Customizable interface

A new processor
for extraordinary performances

Processor: Octa-core (4x Cortex-A72 @ 2.2GHz + 4x Cortex-A53 @ 1.8GHz) with big.LITTLE 

architecture for balanced performance and optimized power consumption. 

GPU: ARM Mali-G52 MC3 with 145 GFLOPS, supporting OpenGL ES 3.2, Vulkan 1.2 and 

OpenCL 2.1 for smooth rendering and immersive graphics. 

NPU: 6 TOPS neural processing unit for advanced AI applications. 

Memory: Support for up to 16 GB LPDDR4/4x/5, eMMC 5.1, UFS 2.0. 

Video: Decoding up to 8K@30fps and encoding 4K@60fps (H.264/H.265/VP9/AV1). 

Display: Support for up to 3 independent screens, maximum resolution 4K@120Hz. 

Connectivity: HDMI 2.1, USB 3.0, Wi-Fi 6, Bluetooth 5.0, Gigabit Ethernet

Visual experience

AI functions supported

Connectivity

Thanks to the Mali-G52 MC3 GPU and 4K@120Hz support, the 

display offers superior visual quality, ideal for digital classrooms, 

interactive meeting rooms, information kiosks and digital signage

The 6 TOPS NPU powers the advanced AI features offered by Bytel-

lo AI (license available separately)

With multiple interfaces (HDMI In/Out, USB, Type-C Full Link, DP 

and VGA), the display integrates easily into complex ecosystems, 

supporting touch accessories, webcams and sensors, Wi-Fi/4G/5G 

modules for connected environments

Education

With the option to choose school-themed wallpapers and a dedicated font library, 

the display adapts to the language of the classroom, making every lesson feel closer 

to students.

Corporate

With the option to choose school-themed wallpapers and a dedicated font library, 

the display adapts to the language of the classroom, making every lesson feel closer 

to students.

Business

Emotional wallpapers and an informal yet elegant font create tailored atmospheres: 

from hotel welcome areas to retail communication, every space finds its own visual 

identity.

The HELGI C PRO series sets a new standard for integrated processing power. Some 

technical specs:



HELGI Interactive displays Software

Note

The Notes app, pre-installed in the built-in Android operating system, is a powerful and intuitive tool 

for creating and presenting interactive lessons rich in multimedia content.

Fully integrated with the display’s multitouch function, Notes lets users write and draw with a finger 

or any object, create diagrams and schemes, insert video and images, and save lessons as an image 

or PDF: the ideal tool to refresh the traditional frontal lesson and engage students.

Bytello Class is a browser-based application that lets teachers create interactive, engaging lessons 

with writing, annotation and collaboration tools. Accessible from any device and integrated with 

cloud services like Google Drive and OneDrive, it makes it easy to manage documents, quizzes and 

activities in real time.

Note Plus is the advanced version of the Note app found on the display’s Android operating system, 

designed for use with a Windows PC, either the built-in OPS or an external computer.

Note Plus includes a wide library of advanced tools for creating and presenting lessons with interacti-

ve content: handwritten math formula recognition, technical drawing tools, physics and chemistry 

experiment simulation, text-to-speech and the ability to insert hyperlinks, among other features.

Capture, the Windows software, is the ideal solution for blended learning and the flipped classroom. 

Its advanced video and audio capture and editing tools - including the useful function of recording 

audio directly from the PC - let teachers prepare highly engaging multimedia lessons and share 

them with students.

The Bytello Share app, pre-installed in the built-in Android operating system, allows wireless content 

sharing from any device regardless of operating system, with real-time audio and video sharing 

from connected devices. The split screen function also supports up to nine devices connected at 

the same time.

Bytello Share

Bytello Class

NotePlus

Capture



The exclusive Bytello AI feature - available by subscription and built into the display’s 

Android operating system - offers a range of AI-based tools that take the user experience 

to a new level, adding smart functions that support learning, collaboration and visual 

communication. Its technologies activate quickly and easily, improving the effectiveness 

of lessons, meetings and customer interactions. 

With tools like handwriting and voice recognition, automatic translation, smart content 

summarization and assisted visual generation, Bytello AI turns the display into an active 

partner, simplifying and expanding everyday work.

Bytello AI makes every lesson more accessible and 

engaging. Automatic subtitles and translations aid 

comprehension, the AI assistant simplifies the expla-

nation of concepts, and visual and summary tools 

support attention and inclusive teaching.

In meetings and presentations, Bytello AI saves 

time and makes content more effective. Live subtit-

les, translations, automatic summaries and visual 

search allow for clearer, more professional commu-

nication, even in international or hybrid settings.

In retail stores or hotels, Bytello AI enriches the cu-

stomer experience. Engaging multimedia content 

and smart interaction turn the display into an ad-

vanced touchpoint for every guest.

Bring artificial intelligence 
to HELGI interactive displays

Intelligent
Pen

Translates any media file 
in real time

Control the display 
with the pen

Bult-in microphone

Education Corporate Business

SUBSCRIPTION PLAN



Ask AI
Let AI answer any question, 

written or spoken, using the 

smart pen.

Circle & GO
Smart search on any content shown 

on the display. Just circle an item on 

the screen to activate AI search and 

get all the information you need.

Image
generation
Create images from text input in illustra-

ted book, realistic and 3D styles.

Concept maps
Type a word and let AI automatically generate an expandable 

concept map based on it. An essential tool for any classroom.

HELGI Interactive Displays Bytello AI

Live
subtitles
With AI support, Bytello can subtitle 

any video, local or online, in real 

time.

AI painter
One tap turns any freehand sketch into a 

polished vector image.

Automatic
translation
Translate text and video content in real time, from 

any language.

Intelligent
calculator
This function lets you write calculations by 

hand, convert them into editable text and get 

the result.

Video resume
Bytello AI automatically summarizes the 

content of any video in real time.



The HELGI HNT series is designed to meet the needs of digital signage in public 

and professional settings in an effective and versatile way. Available in 55”, 65”, 75”, 

86” and 98” formats, these high-resolution displays are ideal for delivering informa-

tional, promotional or directional content clearly and always up to date.

With both horizontal and vertical installation options, the NT displays adapt to a 

wide range of settings: hotel lobbies, retail stores, waiting rooms in medical practi-

ces and offices, restaurants, school canteens, and shared spaces in educational or 

corporate environments, where real-time communication matters - schedules, noti-

ces, events, digital menus, promotions, directions or institutional content.

One of the most valued features of the HNT series is centralized content manage-

ment through the included Bytello app, which lets you update one or more displays 

remotely in seconds, keeping communication coordinated and always under con-

trol.

Android 14

Digital signage displays

HNT Series
Built-in Quad Core A73 processor 

24/7 operation 

Ultra-thin bezel <10mm

08:35
Advanced connectivity
Through the HDMI port you can connect your teleconferencing or screen sharing system, set-top box 

or external PCs. The HELGI NT series displays help maximize the user experience with single-cable 

USB Type-C Full-Link connectivity, for unmatched ease of use.

Integrated Android 14
Thanks to the built-in Android operating system, the NT series supports advanced features without 

the need to connect external devices. The built-in MediaPlayer allows you to create and manage 

playlists of audio and video content to display on rotation.

Remote control
The SoC in the HELGI NT series displays lets users control the display hardware using RS232 com-

mands, via serial interface or LAN.

On the software side, the Bytello app allows content to be updated and edited in KVM mode (Key-

board, Video, Mouse).



Digital signage displays Overview

HNT5530A HNT6530A HNT7530A HNT8630A HNT9830A

55”

65”
75”

86”
98”

Main technical specifications

Scenari d’uso

HNT5530A HNT6530A HNT7530A HNT8630A HNT9830A

DISPLAY AREA 121 x 68,1 cm 142,9 x 80,4 cm 165 x 92,8 cm 189,5 x 106,6 cm 215,9 x 121,5 cm

SIZE 55” 65” 75” 86” 98”

RESOLUTION UltraHD 4K

BRIGHTNESS 500 cd/m
2

EXTERNAL SIZE 123,3 x 70,4 x 7,2 cm 146,4 x 83,9 x 8 cm 168,6 x 96,4 x 8,2 cm 193 x 111 x 8,2 cm 221,3 x 126,9 x 8 cm

NET WEIGHT 13 kg 25,4 kg 34,65 kg 43,15 kg 69,9 kg

VESA 400 x 400 mm 600 x 400 mm 800 x 600 mm 800 x 600 mm 800 x 600 mm

INPUT 3x HDMI, 1x USB 2.0, 1 x USB 3.0, 1 x USB Type-C, 1x RS232, 1x LAN (RJ45), 1x audio in

OUTPUT  1x SPDIF (ottico), 1x HDMI, 1x LAN (RJ45), 1x audio out

CONNECTIVITY Ethernet LAN + Wi-Fi

AUDIO OUTPUT POWER 16 W x 2

OPERATING SYSTEM Android 14

INTEGRATED PROCESSOR CPU: Quad Core A73 | GPU: Mali G57 MP1 | RAM: 4 GB | SSD: 32 GB

Retail Public spaces Corporate Office



USB dongle for video and audio transmission

Click to Show
Windows MacOS

Supported operating systems

HELGI HC* | HCP | HX Series

Compatible displays

HCTSM10

* Chimpa Agent must be disabled.

With HELGI Click to Show, screen sharing has never been easier. Simply plug the 

dongle into your laptop’s USB port, compatible with Windows and macOS, and press 

a single button to instantly start transmitting high-quality audio and video to the in-

teractive display.

No cables, no complicated setup: HELGI Click to Show is plug & play, designed for 

agile, dynamic work environments. The built-in LED indicator clearly shows the con-

nection status, so every participant always knows when it is their turn to share.

Thanks to split-view support, content from multiple laptops can be compared in real 

time, making every meeting more interactive and productive.

Sales / Customer Demonstrations
In demo rooms within tech companies or showrooms, the salesperson walks in with 

their laptop, plugs in the dongle, presses the button and immediately shows the 

prototype, slides or videos to the customer on a large display.

Training / Workshops
Picture a room with participants from different companies. Some use Mac, others 

Windows. A dongle compatible with both allows anyone to connect without any 

trouble. Audio and video are transmitted together, making it ideal for multimedia 

presentations, software demos and promotional videos, not just static slides.

Hybrid / Shared Office / Coworking
Meeting rooms booked by different teams, or coworking spaces, leave little time or 

patience for complicated setup procedures. With HELGI Click to Show, anyone can 

connect immediately, with no drivers or unnecessary complications.

On-the-go Presentations
For those who like agile meetings, where ideas often emerge spontaneously: so-

meone starts talking, opens their laptop, connects the HELGI Click to Show dongle 

and presses the button to start screen sharing. And with support for up to 8 simulta-

neous connections, comparing ideas and projects becomes effortless.

https://www.ligra.link/HLGPSL30BO
https://www.ligra.link/HCP7510


Standard OPS PC for displays

Integrating an OPS PC with a Windows operating system into an interactive display 

is a strategic choice for anyone looking for a complete, tidy and immediately ope-

rational system. Thanks to the OPS standard, the PC module is inserted directly into 

the body of the display, eliminating the need for external cables and connections.

This type of configuration transforms the display into a fully fledged workstation 

or digital teaching station, providing immediate access to all Windows system fea-

tures, including educational platforms, management software, Office applications 

and multimedia content.

Take your display to the 
next level with Windows

OPS PC

PROCESSOR RAM SSD WiFi Module Windows

H64I7100000 CORE i7 10510U n.d. n.d. Included Optional

H64I71016G250K CORE i7 10510U 16 Gb 250 Gb Included Optional

H64I71016G500K CORE i7 10510U 16 Gb 500 Gb Included Optional

H64I71032G500K CORE i7 10510U 32 Gb 500 Gb Included Optional

H64I7108G120K CORE i7 10510U 8 Gb 120 Gb Included Optional

H64I7108G250K CORE i7 10510U 8 Gb 250 Gb Included Optional

H64I7108G500K CORE i7 10510U 8 Gb 500 Gb Included Optional

H72I51216256K CORE i5 12450H 16 Gb 256 Gb Included Optional

H72I51216512K CORE i5 12450H 16 Gb 512 Gb Included Included

H72I5128256 CORE i5 12450H 8 Gb 256 Gb Included Optional

H72I5128256K CORE i5 12450H 8 Gb 256 Gb Included Included

H72I5128512K CORE i5 12450H 8 Gb 512 Gb Included Included

https://www.ligra.link/HCTSM10
https://www.ligra.link/HCP6510


LEDWall

HEIMDALL P2.9 LOKI P1.9 BIG VILI P1.8
Modular outdoor LED wall unit, optimized for 

rental use but equally effective in permanent 

installations in sun-exposed shop windows. IP66 

front and back, quick cable-free coupling, con-

cave/convex curved mounting from -6° to +6°, 

aluminum cabinet.

Modular unit for fixed indoor installation with 

a 16:9 ratio and a 1 m base module. Black 

LED type for improved contrast, a depth of 

just 3 cm, full frontal service with front-loa-

ding LED cards requiring no cables. 45° cor-

ners available on request.

138” All-in-One display with a 1.5 mm pixel pitch, 1920×1080 resolution, and Android 9. Speakers with built-in 

amplification, optical audio output, source selector, and Wireless Screen Share via a dedicated app (Windows, 

Android). Wall-mounting brackets included; a trolley is available as an accessory (HAS_ST92).

Modular unit for fixed indoor installation. 

SMD 1515 technology with 3 RGB diodes in 

a single package for higher resolution; front 

maintenance via magnetic plates. Ideal for 

commercial, retail, and corporate applica-

tions.

ASI 138” LEDwall



DESCRIPTION VESA DISPLAY LOAD

HLGLP42
Wall bracket for display

800x600 Max 86” Max 90 Kg

HLGWM6086 800x600 Max 80” Max 90 Kg

Display carts and stands

HELGI display carts and wall mounts offer practical, robust and versatile solutions 

for positioning interactive displays and large-format screens, regardless of brand. 

Thanks to VESA standard compatibility, they easily fit all major models on the mar-

ket, ensuring safe and stable installation.

The carts are available in different configurations: fixed height, manual height 

adjustment or motorized lifting system, making them ideal for environments where 

the display height needs to be quickly adapted to the user or to the type of activity. 

The mobile version allows the display to be easily moved from one classroom to 

another or within shared spaces, while the wall mounts are designed for permanent 

installations where a clean, uncluttered setup is required.



MODEL DESCRIPTION RANGE DISPLAY LOAD

HMTDM650 DimMove
Motorized cart for display

65 cm Max 86” Max 100 Kg

HMTDMP750 DimMove Pro 75 cm Max 105” Max 140 Kg

HMTDMXL650

DimMove XL Motorized cart for large display

65 cm Max 115” Max 100 Kg

HMTDMXL750 75 cm Max 115” Max 140 Kg

HMTDMXL1000 100 cm Max 115” Max 200 Kg

HMTDMXL1100 110 cm Max 115” Max 140 Kg

HWFDW650 DimWall
Motorized wall support for display

65 cm Max 105” Max 100 Kg

HWFDWP750 DimWall Pro 75 cm Max 105” Max 140 Kg

HWFDMXL650

Dimwall XL Motorized wall support for large display

65 cm Max 115” Max 100 Kg

HWFDMXL750 75 cm Max 115” Max 140 Kg

HWFDMXL1000 100 cm Max 115” Max 200 Kg

HWFDMXL1100 110 cm Max 115” Max 140 Kg

DimWall
DimWall Pro

DimMove
DimMove Pro

DimMove XL

DimWall XL



MODEL DESCRIPTION RANGE DISPLAY LOAD

HMTSM750 StandMove Motorized cart for display 75 cm Max 105” Max 140 Kg

HWFMIPFLEX StandWall Motorized wall mount for display N.A. (fixed height) Max 105” Max 140 Kg

MODEL DESCRIPTION RANGE DISPLAY LOAD

HMTFLEX_R Flex R Motorized cart for display N.A. (fixed height) Max 98” Max 100 Kg

HWFFLEX_W Flex W Motorized wall mount for display N.A. (fixed height) Max 98” Max 100 Kg

Flex R Flex W

StandMove StandWall



MODEL DESCRIPTION RANGE DISPLAY LOAD

HMTEM650 EduMove Motorized cart for display 65 cm Max 86” Max 100 Kg

HWFEW650 EduWall Motorized wall mount for display 65 cm Max 86” Max 100 Kg

MODEL DESCRIPTION RANGE DISPLAY LOAD

HMTMIFFLEX MIF Flex Motorized cart for display N.A. (fixed height) Max 86” Max 100 Kg

HWFMIPFLEX MIP Flex Motorized wall mount for display N.A. (fixed height) Max 86” Max 100 Kg

EduMove EduWall

MIF Flex MIP Flex



DESCRIPTION RANGE DISPLAY LOAD

HTVLIFT65

Motorized pop-up lift

100 cm Max 65 “ Max 50 Kg

HTVLIFT98 130 cm Max 98 “ Max 60 Kg

HTVLIFT_R65 65 cm Max 115” Max 100 Kg

HTVLIFT_R75 75 cm Max 115” Max 140 Kg

HTVLIFT_R110 110 cm Max 115” Max 140 Kg

HTVLIFT65 HTVLIFT98

HTVLIFT_R

The display is visible only when needed. A motorized lift raises it from the 

cabinet when in use and hides it away when not, controlled with the in-

cluded remote. No visible cables, no wall mounts, silent movement. 

The housing cabinet is available on request, so it adapts to any interior without 

constraints imposed by the product.

The display rises when needed, then folds back down and is ready for tran-

sport to the next client. The motorized rental lift handles screens up to 

115” with a 1,000 mm stroke, controlled by the included Bluetooth remote. 

Once closed, it fits into an optional flight case and can be moved anywhere. 

Steel frame, load capacity up to 140 kg, VESA compatibility up to 800×600 mm.

ELEVO motorized pop-up lift

ELEVO motorized pop-up lift for Rental



RANGE CODE PRODUCT
MAX
DISPLAY

MAX
WEIGHT

MIN/MAX
HEIGHT

MAX VESA

650 mm

HMTEM650 EduMove 86” 100 Kg 970 / 1620 mm 800x600

HMTDM650 DimMove 105” 100 Kg 1020 / 1670 mm 800x600

HMTDMXL650 DimMove XL 650 115” 100 Kg 950 / 1600 mm 1600x800

750 mm

HMTDMP750 DimMove Pro 105” 150 Kg 1070 / 1820 mm 800x600

HMTSM750 StandMove 105” 140 Kg 1070 / 1820 mm 800x600

HMTDMXL750 DimMove XL 750 115” 150 Kg 1000 / 1750 mm 800x600

1000 mm HMTDMXL1000 DimMove XL 1000 115” 200 Kg 1190 / 2190 mm 1600x800

1100 mm HMTDMXL1100 DimMove XL 1100 115” 140 Kg 1175 / 2275 mm 1600x800

RANGE CODE PRODUCT
MAX
DISPLAY

MAX
WEIGHT

MIN/MAX
HEIGHT

MAX VESA

650 mm

HWFEW650 EduWall 86” 80 Kg 970 / 1620 mm 800x600

HWFDW650 DimWall 105” 100 Kg 943 / 1593 mm 800x600

HWFDMXL650 Dimwall XL 650 115” 100 Kg 900 / 1550 mm 1600x800

750 mm

HWFDWP750 DimWall Pro 105” 150 Kg 993 / 1742 mm 800x600

HWFMIPFLEX StandWall 105” 150 Kg 993 / 1742 mm 800x600

HWFDMXL750 Dimwall XL 750 115” 140 Kg 950 / 1700 mm 1600x800

HWFFLEX_W Flex W 98” 150 1000 / 1750 800x600

1000 mm HWFDMXL1000 Dimwall XL 1000 115” 200 1040 / 2040 1600x800

1100 mm HWFDMXL1100 Dimwall XL 1100 115” 140 1125 / 2225 1600x800

RANGE CODE PRODUCT
MAX
DISPLAY

MAX
WEIGHT

MIN/MAX
HEIGHT

MAX VESA

N.A. HMTFLEX_R Flex R 98” 100 Kg 1100 / 1800 mm 800x600

RANGE CODE PRODUCT
MAX
DISPLAY

MAX
WEIGHT

MIN/MAX
HEIGHT

MAX VESA

N.A. HWFFLEX_W Flex W 98” 80 Kg 1180 / 1685 mm 800x600

N.A. HWFEW650 EduWall 98” 100 Kg 1065 / 1642 mm 800x600

Mobile trolleys
Motorised height adjustment

Wall mounts
Motorised height adjustment

Mobile trolleys
Fixed height

Wall mounts
Fixed height

Comparison table



Accessories and additional services

BLACK

BLACK

BLACK STONE

BLACK STONE

TOBACCO WOOD

TOBACCO WOOD

WHITE

WHITE

The front panel of the StandMove and StandWall models can be customised with four 

different textures to blend in with the environment where they’ll be placed. The panel can 

also be personalised with text and logos through laser engraving.



DESCRIPTION RANGE DISPLAY LOAD

HLG604740B Height-adjustable manual trolley 32 cm Max 100 “ Max 100 Kg

HLG604742B Height-adjustable manual trolley with crank 40 cm Max 100 “ Max 100 Kg

HLG604810G Fixed-height trolley, two positions 60 cm Max 86” Max 120 Kg

HMIFFLEX_R Fixed-height trolley, three positions 60 cm Max 98” Max 100 Kg

HMIFMIMI Motorized trolley with tilt system 65 cm, inclinazione 0 - 90° Max 95” Max 100 Kg

HMIFMIMIZR Motorized trolley with tilt system 45 cm, inclinazione 0 - 90° Max 95” Max 100 Kg

HLGFS16 Motorized mount for plasterboard walls 60 cm Max 86” Max 90 Kg

HMIFXLF Height-adjustable motorized trolley 60 cm Max 65” Max 60 Kg

HMIFXLW Motorized wall mount 60 cm Max 65” Max 60 Kg

HMIFXLW2 Motorized wall mount 60 cm Max 95” Max 120 Kg

HLG604742BHLG604740B HLG604810G

HMIFFLEX_R HMIFMIMI
HMIFMIMIZR

HMIFXLF

HLGFS16

HMIFXLW HMIFXLW2

Legacy trolleys and mounts



BYOM VideoBar

BAR One

HVSBARQ10

HELGI BarOne is an all-in-one BYOM videobar designed for dynamic meeting rooms. In a single device, it integrates 

a wide-angle 4K webcam, microphones and Hi-Fi speakers, so the room is immediately ready for conferences, video-

conferences and hybrid meetings without complex installation. The 8 MP ePTZ camera offers a 90° field of view and 

15° mechanical adjustment, making it ideal for huddle rooms and medium-sized spaces.

At the heart of the solution is one-click wireless sharing: each participant can quickly connect to the room display via 

dongle, either USB Type-A or Type-C depending on the device, and bring their meeting to the big screen using their 

preferred platform. Sharing supports up to 4K and works with the main operating systems, including iOS, Android, 

Windows, macOS, Chrome OS and Linux, also via widely used protocols such as AirPlay and Chromecast. Up to 4 

contents can be displayed at the same time, with support for multiple users and multiple dongles in the room.

4K UHD camera 
with wide-angle lens

Microphone
array

HiFi audio 
system

Two HDMI 
ports

Integrated 
OS Android

BYOD/BYOM
plug&play

HDMI Dongle 
& USB Type-C

HVSDONGLEQ10

Dongle

Multisystem compatibility

Wireless
screen sharing

High resolution



When the room is equipped with a tou-

ch display, HELGI BarOne also enables 

touchback: users can control their own 

device directly from the screen and anno-

tate during the presentation. Integrated 

whiteboard and annotation tools are also 

available, with direct access to cloud files, 

such as Google Drive and OneDrive.

For room integration, dual HDMI outputs 

and network connectivity are available. 

For larger environments, an optional 

expansion microphone can be added. 

Installation remains flexible: on a table, 

wall-mounted, above the display or on a 

tripod.

BYOM VideoBar Overview

BYOD
Wireless

HDMI

HELGI Videobar

Audio, video and touch 
transmission

Wireless  
BYOM

Main technical specifications

HVSBARQ10

CAMERA 8 MP 4K ePTZ camera | 1/2.5” CMOS sensor | 4x digital zoom | 90° FOV | 15° manual vertical adjustment

MICROPHONES
2-microphone array | voice pickup range up to 5 m | acoustic echo cancellation (AEC) | automatic noise suppression (ANS) | automa-
tic gain control (AGC)

AUDIO SYSTEM Speaker power: 10 W | speaker frequency response: 20 Hz–20 kHz | maximum volume level: 115 dB

SUPPORTED OS iOS, Android, Windows, MacOS, Chrome OS, Linux

SUPPORTED PROTOCOLS AirPlay, Chromecast, Web Cast

I/O
1 Kensington security lock slot | 1 Line In/Line Out input/output | 1 power socket | 1 RJ45 Ethernet port | 1 RJ45 port for expansion 
microphone | 2 HDMI outputs (HDMI 1 up to 4K at 60 Hz; HDMI 2 up to 1080p at 60 Hz) | 1 USB port (input, does not support audio 
output) | 1 reset hole

Wall mounting Display mounting system Tripod mounting



Smart Audio for video conferencing

Speak One

HFONE1Q10

HELGI Speak One is a tabletop speakerphone designed to make videoconferencing more natural in huddle rooms 

and meeting rooms. A single device combines an integrated speaker with an 8-microphone array offering 360° co-

verage and voice pickup up to 6 metres. Audio management works intelligently thanks to the DOA algorithm, which 

focuses pickup towards the person speaking, and AI-based noise reduction, useful for reducing non-vocal sounds 

such as typing and ambient noise.

Speak One is designed for users who want to connect immediately and without complications. It supports wired 

connection via USB-C and wireless connection via Bluetooth 5.3, with automatic reconnection after the first pairing. 

For larger meetings, two units can be used in cascade: the devices play audio together and dynamically alternate 

voice pickup, extending coverage. The TWS function also enables stereo listening. Battery life reaches up to 13 

hours of talk time, with Type-C charging.

Microphone 
array

Charging via USB 
Type-C

13-hour battery life in 
continuous use

Dual Bluetooth 5.3 
connection

Integrated 
speaker

Audio pickup 
range: 6 m

Microphone frequency response: 90 Hz–16 
kHz
Integrated microphone pickup ran-
ge: full 360° coverage, up to 6 metres 
8-microphone array
Speaker frequency response in Music mode: 
120 Hz–20 kHz | In Voice mode: 200 Hz–20 
kHz
Speaker power: 1 x 5 W full-range speaker



PTZ Camera

EYE One

HLGEYE1

HELGI EYE ONE is a pan-tilt-zoom camera with an elegant design, compact 

dimensions and the option of wall or ceiling installation. It features advanced 

video image processing technology and supports the main broadcast-level 

output formats, including H.265, H.264 and MJPEG, as well as numerous stan-

dard protocols such as TCP/IP, HTTP, ONVIF, Multicast, DHCP and others.

It integrates a next-generation 1/2.7” Full HD Exmor CMOS sensor, with a ma-

ximum resolution of up to 1080p at 60 frames per second and 2.38-megapixel 

image quality, for sharper and more realistic images.

Thanks to its wide range of video outputs, it supports simultaneous output via 

USB 2.0, HDMI and IP (RTSP/RTMP/RTMPS). Its extremely wide movement ran-

ge, ±178° horizontally and -30° to +90° vertically, together with a 72° horizontal 

viewing angle, ensures maximum operating flexibility, making it an extremely 

versatile tool suitable for any type of context.

Compact and stylish design



EYE One PTZ camera Use cases

Main technical specifications

HLGEYE1

SENSOR 1/2.7″ Exmor CMOS, 2.38 MP

OPTICAL ZOOM 10X (f=5.1–51.0 mm, F=1.6–3.5)

HORIZONTAL ANGLE 72°

MIN BRIGHTNESS 0.5 lux / 0.095 lux

OTTURATORE 1 ~ 1/10000 s

FRAME RATE 1080P@60/59.94, 50, 30/29.97, 25; 1080I; 720P

VIDEO CODEC H.265/H.264/MJPEG, H.264 HP/SVC, H.263(+), H.261

AUDIO CODEC G.711, G.722, G.728, AAC

SUPPORTED RESOLUTIONS 1920×1080, 1280×720, 720×480, 320×240

BIT RATE 128K–8192K

ROTATION Orizzontale ±178°, verticale -30° ~ +90°

PAN/TILT SPEES 0.1° ~ 180°/s, 0.1° ~ 120°/s

VIDEO OUTPUTS HDMI, Streaming IP, USB 2.0

COMMUNICATION RS232 IN/OUT, RJ45, RS485

The camera is ideal for corporate meeting rooms, boardrooms and webinar spaces. Thanks to its powerful optical zoom, preci-

se tracking and real-time transmission, it clearly frames speakers and participants, even in large environments. 

It can be integrated into videoconferencing systems such as Zoom, Teams and Webex, delivering sharp images and synchroni-

zed audio.

Videoconference

The HELGI Eye One PTZ camera is perfect for classrooms, universities and online courses. Thanks to the possibility of storing 

255 presets, it is easy to quickly switch from teacher to whiteboard to students, while Full HD quality, even in low-light condi-

tions, makes it suitable for any environment. It supports e-learning, hybrid lessons and distance training, improving interaction 

between teachers and students.

Education

Highly useful in clinical and hospital environments for remote consultations, remote surgery or medical training, HELGI Eye 

One delivers sharp images with extremely low video noise, even in low-light conditions. Its precise movement allows for detai-

led viewing, which is essential in critical contexts.

Telemedicine

The HELGI Eye One PTZ camera is designed for content creators, recording studios and videocasting activities. Thanks to sup-

port for RTMP/RTMPS protocols, it enables live streaming on YouTube, Facebook and Twitch with low latency and professional 

quality. Its smooth optical zoom and precise rotation make it possible to capture every detail with continuity and naturalness, 

ensuring dynamic and engaging video productions.

Live streaming & Broadcast



The kit includes:

30 headsets HLGSSL3-CF 

HLGSSL3-TX330 transmitter 

HLGSSL3-TR30 charging trolley 

Wireless audio communication

Silent Lab

Smart Silent Lab is the wireless audio solution designed by HELGI to tran-

sform the listening experience in any setting. Based on the silent disco 

principle, this technology lets the speaker communicate directly and clear-

ly with the whole group, with selected groups or with individual participan-

ts, simply by wearing the radio-frequency microphone included in the kit.

Language labs 

Listening that makes the difference

Conferences and translation 

Communication without barriers

Guided tours 

Culture, without interference

Silent Disco 

Music, everyone’s own choice

Outdoor lessons and inclusion 

Freedom and accessibility

Kit code HLGSSL3-30

https://www.ligra.link/HCTSM10
https://www.ligra.link/HCP6510


HELGI HLGSSL3-CF
Wireless headphones

Silent Lab wireless headphones Kit contents

The HELGI Smart Silent Lab wireless headphones offer hi-

gh-definition listening with an elegant design and strong per-

formance. The over-ear cups provide a secure fit and good 

isolation, while the lightweight structure and soft materials 

ensure comfort even after extended use. With 3 available 

channels and a mix of advanced technology and ease of use, 

Smart Silent Lab headphones suit any setting.

Smart Silent Lab headphones don’t need a WiFi network to 

work, since transmission runs on an interference-proof ra-

dio-frequency system. Thanks to the built-in rechargeable 

batteries, the kit can be used outdoors too and avoids messy 

cabling. The headphones can also receive audio from a PC or 

tablet via Bluetooth or a minijack connection.

HLGSSL3-TX330 Transmitter

The HELGI Smart Silent Lab transmitter has a compact, modern design built for strong per-

formance in any setting. With an SMA antenna connector, a digital display showing frequen-

cy and versatile connectivity, it offers a simple and immediate user experience.

 

With 3 available channels, it’s perfect for managing communication with the whole class, 

groups of students or individual students. Bluetooth integration allows a direct connection 

from smartphones and tablets, widening the operational possibilities. The intuitive interface 

allows quick setup, even for non-expert operators.

HLGSSL3-TR30
Recharge trollley

The 32-slot trolley doesn’t just transport and or-

ganize the Smart Silent Lab headphones - it char-

ges them too. Inside, 16 USB-C power ports and 

matching Y-split cables let each port charge two 

headphones at once. 

The 32 slots are lined with soft foam to protect the 

headphones from knocks, while the ergonomic 

handle and wheels make the trolley easy to move 

from room to room.

3.5 input

Color-coded LED 
to identify groups

Volume
adjustment

Soft padding for excellent 
sound isolation

ON / OFF switch

Channel switch

16 USB-C power ports with 
Y-split cables to charge 32 
headphones at once



Comfortable carrying 
handle

Trolley for housing any rechargeable device

OmniChart36
OmniChart 36 is the universal charging trolley designed 

to hold up to 36 electronic devices - laptops, tablets, 

smartphones, VR headsets, headphones and other re-

chargeable devices - in an organized, secure and fully 

customizable way. 

With a metal structure, removable dividers and built-in 

cable management, OmniChart 36 adapts to any tea-

ching need: a STEM lab, a VR lesson or a digital clas-

sroom with mixed devices, offering flexibility, safety and 

convenience.

With double locking doors, a servo-assisted top com-

partment, separate power compartments and a pro-

grammable control unit, the trolley lets you set simulta-

neous or staggered charging to avoid overloads.

The 4 swivel castors with brakes and ergonomic side 

handles make it easy to move between rooms and scho-

ol buildings.

Modular, removable 
dividers

Retractable front and rear 
doors with handle and 
security lock

Charging cycle pro-
gramming unit

All-metal structure with natural air circulation, 4 swi-
vel castors with brakes and two side plastic handles 
to move the trolley easily where needed.

 
Front compartment for storing devices, with secu-
rity lock and double retractable doors built into the 
unit’s body.

 
Top compartment with security lock and servo-assi-
sted opening/closing system with dual gas pistons.

 
Rear compartment for housing power supplies, with 
double door and security lock.

https://www.ligra.link/HLGSSL3-30
https://www.ligra.link/HCP7510


OmniChart 36 GO

The HOMNGO36WB model offers, in a smaller size, the same functions as the 
“bigger siblings” of the OmniChart family.

OmniChart36 device charging trolley Overview

Removing the dividers lets the trolley charge various types of devices, including 
accessories like headphones and VR headsets. In three simple steps, the dividers can 
be removed to adapt the Omnichart 36 charging trolley to any need.

Product compatible with all rechargeable devices a b c

MODEL SIZE SLOT WEIGHT

HLGOMN36BLWH Omnichart 36 85x65x123 cm 30x4x37 cm 115 kg

HLGOMUV36BW2 Omnichart 36 with sterilizer 30x4x37 cm 30x4x37 cm 115 kg

HOMNGO36WB Omnichart GO 36 63x58x109 cm 37x3x28 cm 115 kg

Main technical specifications

All OmniChart 36 models have a top compartment, protected by a locking 
door with gas pistons, able to hold a laptop and accessories of any kind.

The HLGOMUV36BW2 model is equipped with a sterilization system made up of 3 
UV-C lamps, able to kill up to 99.9% of bacteria, viruses and fungi.

Kills up to 99.9% of bacteria, viruses and fungi with three UV 
lamps

Chemical-free, preventing the formation of toxic residue

Fast sterilization cycles with programmable timer

The power outlets, located in the 
rear compartment and protected 
by a locking door, are managed by 
a programmable control unit that 
schedules charging phases by time, 
to avoid overloads.



30-slot smartphone locker

Phone Locker

HLGPSL30BO

Designed for schools, libraries, offices and public spaces, the 30-slot steel 

locker is the ideal solution for storing smartphones, as well as other perso-

nal items, in an organized and secure way. The generous slot dimensions fit 

all smartphone models currently on the market, and are also large enough 

to hold items like power banks, chargers and wallets.

Each compartment has a magnetic door, padlock and nameplate clip. Stur-

dy in structure and versatile to install, the Phone Locker 30 adapts easily 

to any setting and is designed to be floor-standing and wall-anchored - an 

essential safety measure to prevent tipping.

Available in the distinctive blue-orange color combination, it adds a touch 

of color and recognizability to the spaces where it’s installed.

Large compartments with magne-
tic closure and padlock

Rear feet can be removed to clear the skirting 
board and fit the locker flush against the wall

Individual security

Each compartment has a magnetic door and padlock for maximum pro-

tection of personal devices.

Universal compatibility

Large slots (15 x 12 x 22 cm), a fit for any smartphone model on the 

market.

Sturdy, long-lasting structure

Made entirely of painted steel, resistant to wear, impacts and heavy use.

Flexible installation

Can be floor-standing with 10 cm feet or wall-mounted using the 

pre-drilled holes

Compact footprint, full capacity

A space-saving solution that manages up to 30 devices

Suited to any setting

Perfect for schools, libraries, offices, coworking spaces, meeting rooms, 

events, training rooms and public spaces.

Supports focus

Useful in schools and training settings to cut down distractions and en-

courage mindful use of technology.



Device storage and charging locker

OmniBox12

HOMNB12

OmniBox 12 is the storage and charging system designed to simplify mobile 

device management in schools. Sturdy and compact, it can be wall-mounted 

or placed on a work surface, with two side handles that make it easy to move 

between labs, classrooms and libraries.

With capacity for up to 12 laptops, tablets or Chromebooks (max 15.6”), it’s the 

ideal solution for everyday digital teaching. Devices stay organized and pro-

tected while charging, all in one central point, with less risk of damage or theft 

and no accidental disconnections.

The front compartment has a double retractable door with a security lock, for 

full protection.

Each slot has a built-in cable pass-through for tidy, unobtrusive wiring, while the 

power system supports up to 2400W, for fast and safe simultaneous charging.

A practical answer for schools that want to bring technology into the classroom 

in an organized and efficient way, without compromising safety.

Main features

Holds laptops, Chromebooks or tablets (max. 15.6”)
 
Wall or surface installation, with convenient handles for easy transport
 
Front compartment for housing devices, with security lock and double retractable 
door built into the unit
 
12 plastic dividers with built-in cable pass-through for vertical device storage 
Cable routing holes in the compartment



Case for housing 30 smartphones

PhoneBox30

HLGPBS3072

As mobile device management becomes part of everyday school life, PhoneBox 

30 offers a practical way to store up to 30 smartphones in an organized, secure 

and accessible manner.

Built with durable materials (aluminum, MDF and acrylic) and fitted with a lock 

and double key, PhoneBox 30 is designed for schools that want to manage pho-

ne use in the classroom, prevent distractions or theft, and simplify device distri-

bution during lessons.

Compact, lightweight and easy to carry thanks to the built-in handle, it can rest 

on a desk or be wall-mounted with the included fittings. Numbered, customi-

zable slots make it easy for students and teachers to identify their devices.

An ideal solution for controlled smartphone use during lessons, temporary sto-

rage during tests or frontal teaching, and schools where safety and organization 

come first.

Handle
The sturdy, well-placed handle makes 

the product easy and safe to carry.

Safe corners
Rounded corners with no sharp edges, 

for safe use and less risk of damage 

or injury.

Security system
The key lock system keeps smartpho-

nes safe from unauthorized access.

Stickers with numbers
Numbered stickers make identifica-

tion easy and can be personalized for 

efficient organization.



Compatible with the main VR headset models

VR headset and controller charging trolley

OmniVR6C12

HOMTRVR6C12

Compact and sturdy, OmniVR6 C12 is the trolley desi-

gned for immersive learning - built to charge and tran-

sport up to 6 VR headsets and 12 controllers safely. With 

automatic cooling, a built-in electrical compartment and 

shaped foam housings, it keeps everything protected 

during transport. Schuko sockets and USB-C ports allow 

fast, stable simultaneous charging. 

Ergonomic handles and wheels make it easy to move 

around even in busy school settings.

Perfect for immersive classrooms and VR labs. 

External dimensions: 79x59.5x36.5 cm

Headset housing: 20x12x28cm

Built-in cooling fan

Recharges up 
to 6 visors

Recharges up to 
6 controllers

3
3 Pro
3 Pro Eye  2 | 3 | 3s | PRO



Interactive table

HTI4320 | HTI4321

Android 12 | 13

The HELGI 43” interactive table with built-in Android system is an innovative 

solution for active participation and collaborative learning, in both education 

and professional settings. 

With a 4K UltraHD capacitive touch display supporting 20 simultane-

ous touch points, anti-glare tempered glass and 360° rotation, the table 

allows smooth interaction from any angle, supporting dynamic activi-

ties in small groups, workshops, labs and shared spaces. It’s also well 

suited to preschool and primary school students, thanks to motori-

zed height adjustment that easily adapts the station to any age or need. 

With Android 12 or 13 depending on the model, Wi-Fi, Bluetooth and LAN con-

nectivity, and compatibility with the leading education and collaboration apps 

(such as Google Workspace, Microsoft Office, Teams, Zoom), it’s ready to use in 

any setting, no external devices needed. 

The standard OPS slot also allows further expansion with dedicated PC modu-

les.

Built-in front stereo speakers, 12W x 2, for a total 
output of 24W. No need to connect external speakers.

Zero Gap Bonding technology for sharper images, better 
contrast and less glare. Automatic brightness adjustment 
via ambient light sensor.

Completely redesigned processor: state of the art in its ca-
tegory. Octa-core Cortex-A72 x 4 + Cortex-A53 x 4 | 8 GB 
RAM | 64GB ROM. Built-in Android 14 operating system.

Infrared touchscreen supporting up to 20 simultaneous 
touch points, working reliably even with gloves or any solid 
object. Work surface resistant to liquids and scratches.

Ultra HD 4K video resolution with a wide range of I/O 
ports for full connectivity (see technical specifications for 
the complete list).

360° rotation of the on-screen image, in steps of 90°, 
180°, 270°, 360°



Interactive table Overview

Use cases

Main technical specifications

HTI4320 HTI4321

DISPLAY AREA 94,5 x 53,5 cm

SIZE 43”

RESOLUTION UltraHD 4K

BRIGHTNESS 400 cd/m
2

EXTERNAL SIZE 137 x 32 x 99cm

HEIGHT RANGE Da 60 cm a 85 cm

NET WEIGHT 45 Kg

I/O INTERFACES 3x USB, 1x USB type-C Full-Link, 1x RJ45, 1x HDMI in, compatible with 80 Pin standard OPS

CONNECTIVITY Ethernet LAN, Wi-Fi, Bluetooth

LOUDSPEAKERS POWER 12 W x 2

OPERATING SYSTEM Android 12 Android 13

BUILT-IN PROCESSOR CPU:  Octa Core A55, 1.2GHz | RAM: 4 GB | SSD: 32 GB

Retail EducationPublic spaces Office



3-in-1 Interactive table

HTI4312

The HELGI 3-in-1 interactive table is an innovative and versatile solution designed 

for early childhood education, ideal for turning learning into an engaging and mul-

tisensory experience.

Equipped with a 43” display, built-in Android 13 operating system, a capacitive 

touchscreen supporting 20 simultaneous touch points, and integrated 2×15W spe-

akers, it lets children explore educational content through touch, movement, and 

collaborative play. Its 3-in-1 functionality means it can be used as a digital table or 

mounted on a wall in either horizontal or vertical orientation, adapting to different 

teaching needs. Sturdy, safe, and intuitive, it’s built to support educational activities 

in a dynamic and inclusive way.

Android 13
HTI4312

DISPLAY AREA 945,4 x 535,5 mm

DISPLAY 43”

RESOLUTION UltraHD 4K

BRIGHTNESS 400 cd/m
2

EXTERNAL SIZE 124 x 84 x 85cm

HEIGHT RANGE Da 55 cm a 85 cm

NET WEIGHT 68 Kg

I/O INTERFACES
3x USB-A, 1x USB type-C Full-Link, 1x RJ45, 1x HDMI in, 
1x USB Touch

LOUDSPEAKERS 15 W x 2

OPERATING SYSTEM Android 13

INTEGRATED PROCESSOR CPU:  Quad Core A55 | RAM: 4 GB | SSD: 64 GB
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